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over a communication medium. The method includes receiv-
ing a modulated signal that includes the binary encoded data
stream and generating a recovered clock signal that is phase
locked to the binary encoded data stream. The method further
comprises generating a stable recovered clock signal by fil-
tering the recovered clock signal to remove jitter, while allow-
ing the clock signal to track long-term drift.

16 Claims, 7 Drawing Sheets

Ra Ma.

FVCOIFB

DATA FROM cla
MASTER —-| PDICP lw.l Loop ~eontroL @ o
UNIT 42 u

FVCo1

FVCO2FB

L REEN b TO COMPONENTS
_.| PDICP lw.l JO0P,  [VOONTROL, G OF EXTENSION
i |

7

UNIT 64

FVC02

s

RB RRc. M.

T %M

204

24
Fvcozm | | verror [ LOOP | veonTROL { Fvcos
Ly B “T‘@ T
COMPONENTS OF
REMIZ'I;EUNIT

FVCO3FB/N 220
%N FVCO3FB




US 9,077,517 B2

Page 2
(51) Int.ClL 7,039,357 B2 5/2006 Weissman et al.
HO04J 3/06 (2006.01) 7,576,576 B2 8;2009 Drexler et 2111
7,664,214 B2 2/2010 Knapp et al.
Ho4L 7/00 (2006.01) 8,681,917 B2 3/2014 Mcfﬁister et al.
HO4L 7/033 (2006.01) 2008/0170469 Al 7/2008 Phillips et al.
HO4W 88/08 (2009.01)
FOREIGN PATENT DOCUMENTS
(56) References Cited
GB 2331643 A 5/1999
U.S. PATENT DOCUMENTS wO 9923759 Al 5/1999
WO 2008064027 A2 5/2008
5,983,070 A 11/1999 Georges et al. WO 2009053910 A2 4/2009
6,111,712 A 8/2000 Vishakhadatta et al.
6,157,810 A 12/2000 Georges et al. OTHER PUBLICATIONS

6,441,658 Bl 8/2002 Taraci et al.

6,501,942 Bl  12/2002 Weissman et al. . . . -
6.542.754 Bl 42003 Sayers et al. Five-page Partial Search Report Annex to Invitation to Pay Addi

6,704,545 Bl 3/2004 Wala tional Fees for PCT/US2011/030712; mailed Aug. 8, 2011.

6,891,417 B2 5/2005 Khondker et al. Fifteen-page Search Report for PCT/US2011/030712 mailed Dec. 9,
7,031,344 B2 4/2006 Rakib et al. 2011.



US 9,077,517 B2

Sheet 1 of 7

Jul. 7, 2015

U.S. Patent

Mobile Telecom Switching Office(MTSO)

r
Access Service Gateway(ASG)




U.S. Patent Jul. 7, 2015 Sheet 2 of 7 US 9,077,517 B2

SR~
50 SYSTEM

N CONTROLLER 4da ?\
oa | &

42—

id

Sba %“’ 40b 4?% ?@3
R4 <> (

Bfla’ <>

MASTER
UNIT 44c ?
4 §0£ S o

i o4
84%«‘-»
[?4 -—>
5éb 4L <>
24d <>

- O | EXPANSION
57{ EXTENSION 4{2 ?@3

<] S

4 UNIT é?e

FIG. 2



US 9,077,517 B2

Sheet 3 of 7

Jul. 7, 2015

U.S. Patent

JONIHIATY AHd <—]
Y201 ONIMAINYS <— TO
JONIYIAAY IONIFYI4IY  MOOTO B
AHd AHd  ONITdAYS N334 01 </ 0
H L 4
9 LINN ) . .
NOSELEH o] I e N
WO¥4/0L
0¥4/0 07 \%\ 08 wmn%_w%_zz
9 1INN 14
NOISN3LX3 4O € AHd SAHd 1INY3IHLT .
¥y LINN JLOWIM[™ 31V 43IMOT "
WoY4/0L | 92 5” o 2
9 LINN r « \
NOISNALX3Ho | I - 0 | SYILYIANOD | STANNYHO meﬂ?ﬂww vmmEo
vi_%u ﬁmu_\ﬂmm Qv OOTYNY OLTWLI9IA[ 1~ | ¥3L¥FANOIdN |7 vwdzz<_._o "
7 A J
99, a /r 6F ﬂ
79 LINN Y0010 EINEREEEN
7 LNR Sloreu T L AHe ONANYS o
WONAIOL | 07 7 SYILYEANOD |, | STENNVHO (530138 3O
/2 TvLI9I OL OOTYNY[™ 1| ¥3L43ANOD NMOd = N STANNYHD 4y
. - J
#. ﬁ & H
¥0010 JONIYI4TY /mw
_ ONINdAYS 0 )
rg



US 9,077,517 B2

Sheet 4 of 7

Jul. 7, 2015

U.S. Patent

S30IAY3S
43H10 O
JONVNAINIVIA
I

9
VYNNINY
oL

9
VYNNIINY
Ol

¥O0TD NdD <—
SY0010 ONITAINYS <—
FONTR OT=—____
SY0010 7%
ONTAAWYS  NdD A
60/ % R <6
TIN0dD
-~ " Ldvn NOILONA3Y
< mmt_/ﬁ
76
- SAHd LANY3H13
31V ¥IMOT
0 o0
STANNVHD N IR \ m\q\
[ ¥3143AN0D dN ¥ [00TvNY OL TvLioial™
o’ H 667 a
JONINIATY #0010
01 ONIdNYS
STANNVHD \ SYALEEAANOD | o Hd
¥3LYIANOD NMOA| & ~1vLIDIa OL OOTYNY[ Y
7 N 7 N_ 5 < (7
0 a sy a 73 06
JONIYI43Y ND0TD /ww
, 01 ONMdVS
g0/

79 LINN
NOISN3LX3 HO
¢y LINN ¥3LSYIN

NOH4/01




US 9,077,517 B2

Sheet S of 7

Jul. 7, 2015

U.S. Patent

7N
oc/
Iy )
LINN 3LONTY N AHd
wodd/oL | . _ .
S EER 1INod0
Wy . S : NOILONA3Y
1INN 310WN3Y ¢ AHd mmt@
NOY4/0L S 7
ol
by W
LINN 3LONTY | AHd
noaJol 7 E/\ﬁm&
o/ v

144
LINN ¥3LSYIN
WOY4/0L

44



US 9,077,517 B2

Sheet 6 of 7

Jul. 7, 2015

U.S. Patent

144
1INN 31OW3Y
40 SININOdNOD
Ol

9 Ol

N%

g4£00A4 /
077 | naag0ond
- 43alnd [ » .
€00Nd ) T ) @Jom%o% dO0T [ ¥Ooxd3A dOidd  ~—zoona | W [
w4 e B oy “one T g’
o
%Qmﬂ Z00Nd
g4200Ad e
P9 LINA G\ NETRIE
%%__mnww%owooh @Jom;_o% dOO1 [ yowyaa d0/dd <
/ 99 N “go
coe
100N
g4100A4 e
¢ LINN
/] l<EIRIE|
00 @\g do01 gomaan | d0/dd %wmmd_\b_g
. <
/] 097 17704 o
oo




U.S. Patent Jul. 7, 2015 Sheet 7 of 7 US 9,077,517 B2

DATA FROM &0
e
250
200-, o
Q206 — RO
V D
Q
254
'SCALING
2567 CIRCUIT 204

FIG. 7



US 9,077,517 B2

1
SYNCHRONOUS TRANSFER OF
STREAMING DATA IN A DISTRIBUTED
ANTENNA SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a continuation application of U.S.
patent application Ser. No. 13/076,002, filed on Mar. 30,
2011, entitled “SYNCHRONOUS TRANSFER OF
STREAMING DATA IN A DISTRIBUTED ANTENNA
SYSTEM?”, which claims the benefit of U.S. Patent Applica-
tion Ser. No. 61/319,623, filed Mar. 31, 2010, entitled “SYN-
CHRONOUS TRANSFER OF STREAMING DATA VIA
ETHERNET PHYS AND MECHANISMS OF CLOCK
RECOVERY AND SYNCHRONIZATION”, which applica-
tions are incorporated herein by reference in their entireties.

FIELD OF THE INVENTION

The present invention is directed to wireless communica-
tion systems, and specifically is directed to the synchronous
transfer of streaming data in a distributed antenna system.

BACKGROUND OF THE INVENTION

Conventional communication systems, such as cellular
phone systems and broadband wireless metropolitan net-
works, are often divided into a number of cells. These cells are
typically distributed in a pattern to preclude co-channel inter-
ference and thus provide coverage of subscriber units oper-
ating within the service area of the system. In some systems,
each cell includes a base station that employs radio frequency
(RF) transceiver equipment, antennas, and wireline commu-
nication equipment. The subscriber units in the area of a cell
site thus use RF transceivers to communicate with the RF
transceivers of the base station. In turn, the base station relays
voice and data traffic to/from the mobile units and to/from a
mobile telephone switching office or access service gateway.
This office or gateway is, in turn, generally connected to a
central network, such as a public switched telephone net-
work.

To improve system capacity, some cells are further divided
into sectors or smaller cells, with the base station replaced by
lower cost but reduced capability micro or pico cells. In
addition, distributed antenna systems are often employed to
optimize the RF distribution in larger cells to increase cover-
age at a lower cost than multiple pico or micro cells. These
approaches permit the reuse of a limited number of RF chan-
nels without the costs of installing new base stations. Also,
such techniques can be used to extend coverage to areas
where RF propagation is limited by obstructions, such as
buildings and tunnels, and to areas where the amount of traffic
and revenue do not justify the investment for another base
station. The distributed antenna systems (DAS) themselves
often include a master unit connected to various base trans-
ceiver stations of various cellular providers employing difter-
ent air interfaces. The master unit, in turn, is connected to a
series of physically separate remote antenna units. The
remote units are connected to the master unit using a high
speed serial link (HSSL), and the master unit downconverts
and digitizes signals from the base station and time division
multiplexes the digital data that is transmitted over serial links
to the remote units. The remote units convert the signals back
to analog, upconvert, and transmit to subscribers. Similarly,
the remote units downconvert and digitize uplink signals
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from the subscribers and transmit the signals back to the
master unit, which converts them to the proper format to
transmit to the base stations.

Air interface standards for the distributed antenna system
levy requirements on the frequency shift that can be imposed
on the signals of the system. Some standards, such as Global
System for Mobile Communications (GSM) impose such
strict standards that they can only be met by frequency lock-
ing all signals used for frequency translation within the dis-
tributed antenna system to a single common standard. This
ensures that all frequency errors introduced by the up and
down conversion processes cancel. Consequently, local oscil-
lator signals used for up and down conversion and the clocks
used for digital to analog and analog to digital conversion
processes must be frequency locked to a common reference.
Use of disciplined oscillators, where the oscillators are disci-
plined by other communication systems, such as GPS or
WWYV, in all components of the distributed antenna system
could be employed to effect the frequency locking. However,
this would significantly increase the cost of the distributed
antenna system and in many applications where a distributed
antenna system would be employed, such as in buildings or
tunnels, reception of such signals is problematic at best and
nonexistent at worst. The master unit reference could be
cabled to remote units with additional cables or additional
wires within the serial link cables being used to transfer data.
But adding extra cables multiplies the cost of deployment and
in some cases may not be physically possible. Moreover,
adding additional wires to cables is not always possible as is
the case in applications using existing CAT 5/6/6A cable in
buildings or other structures, where all cable pairs are
required for high speed data transfer and/or are already oth-
erwise used.

To minimize the cost of installation and to take advantage
of existing cabling infrastructure, it is also desirable, when-
ever possible, to use low cost communication cables employ-
ing a plurality of conductors, such as unshielded twisted pair
cable instead of more expensive shielded twisted pair or fiber
optic cables. Use of twisted pair also permits the use of
relatively inexpensive copper PHY's such as 10 GBase-T Eth-
ernet, instead of the more expensive optical transceivers such
as SFP and XFP modules. Use of unshielded twisted pair
cables, however, results in additional susceptibility to inter-
fering signals. High data rate serial protocols, such as 10
GBase-T Ethernet, which are required to handle the high data
rates necessary to transport wideband digitized RF, are par-
ticularly susceptible to alien crosstalk because of the more
complex modulation schemes and wide bandwidths
employed by such formats. Increased crosstalk and noise will
lead to more jitter on the data and, hence, more jitter on the
recovered clock as well. This jitter must be removed to avoid
contaminating the analog to digital and digital to analog con-
version processes in order to exploit the cost and installation
advantages of unshielded twisted pair.

With respect to other communication links, signals on fiber
optic cables are generally not as susceptible to crosstalk from
other cables, and crosstalk is not nearly as severe in shielded
cables. But such fiber optic cables and shielded cables, as well
as the equipment used therewith, is often cost prohibitive and
also cannot be used in those applications attempting to reuse
cable already in buildings. For example, it may be necessary
to take advantages of existing infrastructure, to accommodate
mixed systems that use both fiber-optics (such as between
floors) and twisted pairs (such as in horizontal runs on a
floor).

Therefore, there is a need in the art for a system that can
effectively reuse existing communication system infrastruc-
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tures, such as for distributed antenna systems, without intro-
ducing additional costs associated therewith. There is further
a need to address jitter, cross-talk, and noise issues in a DAS
with twisted pair infrastructure to ensure the system master
clock can be transferred to all remote elements to preclude a
shift in RF from being introduced during up and down con-
versions. Still further, there is a need to have a DAS that can
handle not only cellular communications but also other com-
munications, such as public safety and radio and WiFi in a
single cost-effective system.

SUMMARY OF THE INVENTION

Embodiments of the invention provide a method, distrib-
uted antenna system, and components thereof that generate a
jitter reduced clock signal from a serial encoded binary data
stream transmitted over a communication medium. The
method comprises receiving a modulated signal that includes
the encoded binary data stream via high speed data interface
circuitry and extracting the encoded binary data stream from
the modulated signal. The method further comprises gener-
ating a recovered clock signal that is phase locked to the
encoded binary data stream with a phase-locked loop. The
method still further comprises generating an error signal
based on a difference between a phase of the encoded binary
data stream and the recovered clock signal and integrating the
error signal with a loop filter configured with a bandwidth that
allows the jitter and drift in the encoded binary data stream to
generate a signal to control a voltage controlled oscillator.
The method further comprises generating a stable recovered
clock signal by filtering the recovered clock signal to remove
jitter without substantially affecting the frequency of the
stable recovered clock signal to allow the stable recovered
clock signal to track drift of the encoded binary data stream,
and producing at least one output clock by scaling the stable
recovered clock signal frequency.

In alternative embodiments, a remote unit for a distributed
antenna system is provided. The remote unit includes high
speed data interface circuitry for communicating with a mas-
ter unit, RF transceiver circuitry for communicating with a
subscriber unit, and a processing unit that multiplexes and
routes data to the high speed data interface and that de-
multiplexes and routes data from the high speed data interface
circuitry to the RF transceiver circuitry. The remote unit fur-
ther includes a clock recovery circuit that includes a phase-
locked loop, the phase-locked loop including a loop filter
having a bandwidth that does not substantially block the jitter
or long-term drift in a modulated signal, the clock recovery
circuit configured to receive the modulated signal from the
high speed data interface circuitry that includes a serial
encoded binary data stream and further configured to gener-
ate a recovered clock signal therefrom, as well as a filtering
circuit configured to filter the recovered clock signal to
remove jitter and generate a stable recovered clock signal.
The remote unit still further includes a scaling circuit config-
ured to scale the frequency of the stable recovered clock
signal to generate at least one output signal at a respective
predetermined target frequency.

Still further embodiments of the invention include a dis-
tributed antenna system that includes a master unit and at least
one remote unit. The master unit clocks an encoded data
stream onto high speed data interface circuitry via a modu-
lated signal based upon an output of a reference oscillator.
The remote unit includes high speed data interface circuitry
for receiving the modulated signal from the master unit and a
clock recovery circuit. The clock recovery circuit, in turn,
includes a phase-locked loop, the phase-locked loop in turn
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including a loop filter configured with a bandwidth that does
not substantially block the jitter or long-term drift in the
modulated signal. As such, the clock recovery circuit is con-
figured to generate a recovered clock signal from the modu-
lated signal that includes the encoded data stream. Still fur-
ther, the remote unit includes a filtering circuit configured to
filter the recovered clock signal to remove jitter and further
configured to generate a stable recovered clock signal and a
scaling circuit configured to scale the frequency of the stabled
recovered clock signal to generate an output signal at a pre-
determined target frequency.

Additional embodiments of the invention include a method
of generating a jitter reduced clock signal from an encoded
data stream. The method comprises generating a recovered
clock signal based on the encoded data stream, the recovered
clock signal being phase locked to an oscillator used to clock
the encoded data stream onto a modulated signal. The method
further comprises clocking data from the encoded data stream
into a processing unit based on the recovered clock signal and
detecting a periodic signal component, other than the bit rate,
of the encoded data stream with the processing unit. Still
further, the method comprises generating a reference clock
signal based on the detected periodic signal component, fil-
tering the reference clock signal with a circuit having a band-
width that substantially blocks jitter while substantially
allowing long term drift of the reference clock signal, and
scaling a frequency of the reference clock signal to generate at
least one output signal at a predetermined target frequency.

Further alternative embodiments include a master unit for
a distributed antenna system. The master unit includes high
speed data interface circuitry for exchange of data with at
least one remote unit and first RF transceiver circuitry for
communicating with at least one base transceiver system. The
master unit further comprises a processing unit that multi-
plexes data from the at least one secondary interface, the first
RF transceiver, and the second RF transceiver and routes the
multiplexed datato a PHY fortransmission via the high speed
data interface circuitry, and that de-multiplexes data from the
high speed data interface circuitry and routes the de-multi-
plexed data to at least one of the at least one secondary
interface, the first RF transceiver, or the second RF trans-
ceiver. Still further, the master unit comprises a reference
oscillator that is used to multiplex and/or de-multiplex the
data to and/or from the high speed data interface.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated in
and constitute a part of this specification, illustrate embodi-
ments of the invention and, together with a general descrip-
tion of the invention given above, and the detailed description
given below, serve to explain the invention.

FIG. 1 is a block diagram of a cellular phone system and
broadband wireless metropolitan network consistent with
embodiments of the invention.

FIG. 2 is a block diagram of a distributed antenna system
included in the system and network of FIG. 1;

FIG. 3 is a block diagram of a master unit of the distributed
antenna system of FIG. 2;

FIG. 4 is a block diagram of a remote unit of the distributed
antenna system of FIG. 2;

FIG. 5 is a block diagram of an extension unit of the
distributed antenna system of FIG. 2;

FIG. 6 is a block diagram of one embodiment of modules
used to recover a clock signal in the remote unit or extension
unit of the distributed antenna system of FIG. 2; and
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FIG. 7 is a block diagram of an alternative embodiment of
modules used to recover a clock signal in the remote unit or
extension unit of the distributed antenna system of FIG. 2.

It should be understood that the appended drawings are not
necessarily to scale, presenting a somewhat simplified repre-
sentation of various features illustrative of the basic prin-
ciples of embodiments of the invention. The specific design
features of the sequence of operations as disclosed herein,
including, for example, specific dimensions, orientations,
locations, and shapes of various illustrated components, will
be determined in part by the particular intended application
and use environment. Certain features of the illustrated
embodiments may have been enlarged or distorted relative to
others to facilitate visualization and clear understanding. In
particular, thin features may be thickened, for example, for
clarity or illustration.

DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the present invention provide a remote
unit that can be used to recover a clock signal embedded in a
modulated signal. To do this, embodiments of the invention
are capable of extracting the clock signal from the modulated
signal, reducing the jitter on that extracted signal, then scaling
the frequency of that signal. Advantageously, this allows a
master unit to communicate with remote units over an
unshielded twisted pair cable such that the cost for deploy-
ment is lessened. Embodiments of the invention further
account for distributed antenna systems that use a mixed
combination of fiber optic and twisted pair cables and also can
be used to recover a clock signal embedded as a component of
the modulated signal.

Cellular phone systems and broadband wireless metropoli-
tan networks 20, as shown in FIGS. 1 and 2, are generally
divided into a number of cells 22 distributed in a pattern to
preclude co-channel interferences and provide coverage of
mobile and fixed subscriber units operating within the service
area of the system. Each cell 22 includes a base station 24 that
employs radio frequency (RF) transceiver equipment, anten-
nas 26, and wireline 28 communication equipment. Mobile/
fixed subscriber units 30 within the geographic area of the cell
site use RF transceiver equipment to communicate with RF
transceivers within the base station 24. The base station 24
relays voice and data traffic to/from the subscriber mobile
units or devices (e.g. a phone) 30 and to/from a Mobile
Telephone Switching Office 32 or Access Service Gateway
which in turn are connected to a central network such as the
public switched telephone network (PSTN) 34 or packet
switched networks such as the Internet, for example.

To improve the capacity of a base station 24 to handle more
mobile users 30, cells 22 may be divided into sectors 38 or are
further subdivided into smaller cells with the base station 24
being replaced with lower cost, reduced capability micro or
pico cells 36. In some configurations, distributed antenna
systems (DAS) may be employed to optimize the RF distri-
bution in larger cells in order to increase capacity at an even
lower cost than with pico and/or micro cells 36. These
approaches permit the reuse of a limited number of expensive
RF channels without incurring the costs of one or more com-
plete base stations 24. Further, these techniques may also be
used to extend coverage to areas within the cell site where RF
propagation may be limited by obstruction, such as in build-
ings and tunnels, or to areas where the amount of traffic
(revenue) does not justify the investment required for a com-
plete base station 24. Distributed antenna systems allow the
RF coverage to be adapted to the specific environment in a
homogeneous way to assist in reducing the amount of intro-
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duced interference. In addition, the amount of extra traffic is
kept low as only existing cells are distributed and no hand-off
between cells is required.

In order to reduce the costs associated with the develop-
ment of their communication systems, multiple service pro-
viders often locate their base stations 24 at the same geo-
graphical point. The providers can then share such items as
antennas, antenna towers, primary power drops, land costs,
and regulatory costs. These service providers may employ
multiple RF bands, multiple channels within the same RF
band and multiple air interface standards (e.g. GSM, LTE,
CDMA, UMTS, TDMA, and WiMax).

The system 20 may also include a distributed antenna
system 40 that, in turn, includes a master unit 42 collocated
with at least one base station 24. The master unit 42 may be
connected to the base station 24, which is then connected to
the Mobile Telephone Switching Office 32 via a wireline 28
connection. A group of remote antenna units 44 are intercon-
nected via high speed digital transport links 46. The transport
of RF signals in a digital format may assist in preventing any
appreciable degradation due to the transport link. Spectral
filtering may also be used to allow or prevent the distribution
of specific radio signals. Additionally, the individual group
delay of spectral components may be individually adjusted
without hardware modifications. Thus, quality degrading
delay differences between overlapping simulcast cells may be
avoided.

The digital transport mechanism employed in embodi-
ments of the invention allows for flexible use of the available
bandwidth over the high speed data interfaces. The dominant
use of these links is generally for RF spectrum. A time divi-
sion multiplexed format of the links permits transport of
multiple signals, which may even be at the same RF fre-
quency. Further, data from data communication links such as
Ethernet may also be inserted in the digital transport links for
system monitoring, configuration, control, as well as other
user applications, such as public safety communications and
WiFi hot spots. When the communication medium employed
on the high speed data links does not support the full rate
transfer, the master unit or remote units dynamically scale the
amount of RF bandwidth transmitted over the high speed
serial data interfaces or eliminate low priority data. In par-
ticular, a processing unit of a master unit 42 or remote unit 44
may determine that the communication medium is unable to
transfer data at a particular rate, speed, such as 10 Gbps. As
such, the processing unit of the master unit 42 or remote unit
44 may dynamically shed RF bandwidth of the signal trans-
mitted between the master unit 42 and remote unit 44, or the
processing unit of the master unit 42 or remote unit 44 may
not transmit lower priority data, such as Ethernet data or WiFi
data, transmitted between the master unit 42 and remote unit
44.

In one embodiment, the distributed antenna system 50, as
illustrated in FIG. 2, includes one or more master units 42 and
a system controller 52 configured to control each master unit
42 collocated with a base station 24a-d. In one embodiment,
each master unit 42 is capable of handling up to six RF bands
with up to four service providers per band for Frequency
Division Duplexed (FDD) air interfaces and one operator per
band for Time Division Duplexed (TDD) air interfaces,
although one of ordinary skill in the art will appreciate that
other master units 42 may be capable of handling more or
fewer RF bands, service providers or operators. The master
unit 42 is connected to a base station 24a-d via coupling
interfaces 54. The master unit 42 is also connected to a series
of distributed antenna units 44, hereinafter referred to as
remote units, or remote antenna units via high speed data
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interfaces. In the illustrated embodiment of FIG. 2, four such
interfaces are shown, although one of ordinary skill in the art
will appreciate that other master units may have more than
four interfaces. In specific embodiments, the master unit 42 is
connected directly to each remote unit 44 via a respective
high speed communication medium 60 employing low cost
communication cable having at least three conductors, such
as unshielded twisted pair. Each remote unit 44 may be con-
figured to handle up to six RF bands, for example.

For each RF band 56a, 565, the master unit 42 combines
the downlink signal from the base stations 24a-d on a per
band basis and digitizes the combined signal into a binary
encoded data stream. One of ordinary skill in the art will
recognize there may be more or fewer base stations 24 com-
municating with the master unit 42. The binary encoded data
streams from each of the RF bands 564, 565 may then be time
division multiplexed and converted to a single serial stream.
The serial data is transmitted to the remote units 44a-c via
respective communication medium 60, such as twisted pair
cables 60a-c. The remote units 44a-c receive that modulated
signal, extract the data stream from the modulated signal, then
extract a clock signal from that data stream, de-multiplex
them and retransmit each band at an RF frequency, via a local
antenna 62, to subscriber units 30. In alternative embodi-
ments, the master unit 42 may digitize the downlink signal
from the base stations 24a-d on a per band basis, then multi-
plex the digitized signal into the binary encoded data stream.

The distributed antenna system 50 may include more or
fewer components, including more or fewer master units 42,
remote units 44, and/or extension units 64 than illustrated in
FIG. 2. In turn, each master unit 42, remote unit 44, and/or
extension unit 64 may include more or fewer components.
Specifically, the master unit 42 may include more or fewer
input interfaces, each of which may be wireless or wireline
RF interfaces. For example, the master unit 42 may receive
various cellular base transceiver system signals (GSM, LTE,
CDMA, UMTS, etc.), such as via the signals from the base
stations 24a-24d, and may implement connections 57 for
other RF services (e.g., from public safety entities), WiFi
data, Ethernet data, or data from a maintenance terminal.
Moreover, the master unit 42 may be connected to a plurality
of remote units 44 connected serially through one or two
dedicated communication interfaces or one dedicated inter-
face. In turn, the distributed antenna system 50 may include
remote units 44 that utilize more than six RF bands and/or that
include additional interfaces. Moreover, the Digitally Modu-
lated Optical Cables (DMOC) 66 including the optical trans-
ceiver may also be replaced by a different transceiver for high
data rate media such as coax cable, twisted pair copper wires,
free space RF or optics, or shared networks such as Ethernet,
SONET, SDH, ATM, PDH, among others.

In some embodiments, the master unit 42 may include one
or more optical links that are connected to an expansion
and/or extension unit 64 via the DMOC 66. The extension
unit 64 provides additional communication mediums for dis-
tribution of voice and data traffic, command and control, and
user data for to up to sixteen remote units 44, thereby increas-
ing the number of remote units 44 a single master unit 42 can
handle. The extension unit 64 may communicate with master
units 42 using the same wavelength in both directions. The
remote units 44d-e also receive RF voice and/or data signals,
designated as the uplink signal, from the customer or sub-
scriber units/devices 30 via the local antennas 62.

With respect to the remote units 44, each RF uplink band is
digitized separately. The uplink signals for each band are
combined into a single serial digital protocol and transmitted
via the respective communication medium 60a-e to the
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respective master unit 42 or to the master unit 42 through the
extension unit 64. The master unit 42 separates the signals
from each band, converts them to analog signals, converts or
translates each to the appropriate radio frequency, and sends
them to the appropriate base station 24.

In addition to the digitized signal from each RF band, the
uplink communication mediums 60a-c¢ and 66 also contain
Operation and Maintenance (O&M) data, Ethernet data, User
Ethernet (10 Mb/s, 100 Mb/s, 1 Gb/s, or higher data rate
signals), and WiFidata. The former signal is used to configure
and control the system and monitor system status. The User
Ethernet signals may be used by the service providers as they
see fit. The system controller 52 provides overall supervision
and control of the master unit 42 and the remote units 44 as
well as alarm forwarding.

Focusing now on the master unit 42, FIG. 3 contains a
detailed block diagram of an example of the master unit 42.
The master unit 42 receives RF signals from a variety of base
transceiver stations (BTS) and other services, then downcon-
verts and digitizes those signals using appropriate RF trans-
ceiver circuitry 84 that may include frequency down con-
verter circuits 43 and analog to digital (A/D) converters 45.
The master unit 42 includes a stable reference oscillator 70
that feeds phase/frequency locked loops/frequency divider
circuitry 72 to generate one or more LO references, sampling
clocks, and PHY references. A processing unit 74, such as an
FPGA, or other suitable processor produces a serial stream
and routes that data to a high-rate Ethernet physical layer
device (PHY) 76, using the PHY reference, which is synchro-
nized to the reference oscillator 70. Each PHY 76a-d encodes
the data into an encoded data stream to eliminate long strings
of ones and zeros, then clocks the data on the respective
communication mediums (e.g., unshielded twisted pair
cable) as a modulated signal using the PHY reference that is
based upon reference oscillator 70. By using the PHY refer-
ence, which is phase locked to the reference oscillator 70, any
long-term drift in the frequency of the oscillator 70 is trans-
ferred to the bit rate of the encoded data stream transmitted
over the interfaces as a modulated signal.

In the reverse, data received from a remote unit 44 or
extension unit 64 is decoded, error corrected by the respective
PHY 76a-d, then routed to the processing unit 74. The pro-
cessing unit 74 de-multiplexes the data and routes the digital
signals through appropriate RF transceiver circuitry 82,
which may include a digital to analog (D/A) converter 47 and
a frequency upconverter 49. The D/A converter 47 is for
conversion of the digitized baseband data to analog signals.
The analog signals are then up-converted to appropriate fre-
quencies using appropriate frequency upconverters 49. Data
for WiFi and other non-RF services are routed to slower high
speed data interface circuitry 86, which in turn includes Eth-
ernet PHY's 78, UARTSs 80, or other similar devices for dis-
tribution. In the master unit 42, the down-conversion or up-
conversion of signals is done with the LO reference tied to the
oscillator 70. In turn, the conversion of a down-converted
signal to digital data, and the conversion of digital data to an
analog signal, is performed with the sampling clock tied to the
oscillator 70. In this manner, all signals in to the master unit
42 and all signals from the master unit 42 are tied to the
oscillator 70 consistent with embodiments of the invention.

Although PHY's 76a-d are illustrated as being used to send
data to the remote units 44 and/or extension unit 64, the data
is sent in a synchronous manner without typical inter-packet
gaps to maximize throughput. Specifically, utilizing PHY's 76
allows high data rates of at least 10 Gbps over inexpensive
unshielded twisted pair cable when the length of the run from
the master unit 42 to the remote unit is sufficiently short. This
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may significantly reduce the cost of a distributed antenna
system 40 for some application, and in particular those in
buildings.

Moreover, although a PHY 76 is shown and disclosed as
being connected to a remote unit 44 or extension unit 64
through a communication medium 60 to transmit data to
and/or from the remote unit 44 or extension unit 64, addi-
tional RF transceiver circuitry may be included in the master
unit 42 at the high speed data interface circuitry, or the RF
circuitry 82, 84, to communicate non-cellular radio frequency
voice or data with a subscriber unit 30 through a master unit
antenna (not shown).

Focusing now on a remote unit 44, FIG. 4 contains a
detailed block diagram of a remote unit 44. Each remote unit
44 includes a high speed data interface, such as a PHY 90, that
receives an encoded serial digital signal with a bit rate modu-
lated by the drift in the reference oscillator 70, hereinafter
referred to as a modulated signal, from the master unit 42 or
an extension unit 64 and extracts the encoded data stream
therefrom. The PHY 90, in turn, produces a recovered clock
signal as at 92 that is phase locked to the encoded data stream,
and thus to the oscillator 70 of the master unit 42. In accor-
dance with one aspect of the invention, the recovered clock
signal 92 is filtered by ajitter reduction circuit 94, which may
include a narrowband phase-locked loop or a crystal filter.
The jitter reduction circuit 94 produces a stable recovered
clock signal 95 that is further phase locked and/or frequency
divided by a phase/divider circuit 96. The phase/divider cir-
cuit 96, in turn, produces an LO reference, a sampling clock,
and a processing unit clock signal (illustrated as “CPU
CLOCK?”). The data output of the PHY 90 (e.g., the encoded
data stream) is routed to a processing unit 98, which may be
an FPGA or other suitable processor, that demultiplexes the
data stream. In turn, the processing unit 98 routes that demul-
tiplexed data to appropriate RF transceiver circuitry 106, that
may include a digital to analog (D/A) converters 99 and
upconverter circuits 101. The D/A converters 99 are for con-
version into analog signals, while the upconverter circuits 101
frequency upconvert the analog signals into appropriate RF
frequencies and transmit the upconverted signal to subscriber
units 30 via one or more suitable antennas, such as local
antenna 62. The present invention is not limited to specific RF
transceiver circuitry used to communicate with particular
subscriber units 30. For example, the remote unit 44 may
include additional RF transceiver circuitry for communicat-
ing non-cellular RF voice and/or data with a subscriber unit
30. Non-baseband data is routed to high speed data interface
circuitry 109, which in turn includes lower speed Ethernet
PHYs 100 or UARTSs 102.

RF signals received from subscriber units 30 via antenna
62 are received by RF transceiver circuitry 108, which
includes a downconverter circuits 103 and A/D converters
105. The downconverter circuits 103 downconvert the
received RF signal, which are each digitized by A/D convert-
ers 105 and routed to the processing unit 98. The processing
unit 98 time-division multiplexes the data into a serial stream
along with lower rate Ethernet data and/or other serial data
from the Ethernet PHYs 100 and/or UART 102. This data is
routed to the PHY 44 where it is coded and sent to the master
unit 42 or extension unit 64.

The PHY 90 in the remote unit 44 phase and/or frequency
locks at least one voltage-controlled oscillator (VCO) (not
shown in FIG. 4) of a phase-locked loop (PLL) to the incom-
ing data from the master unit 42 or extension unit 64. In turn,
the output of a voltage-controlled oscillator (VCO) is used to
recover the data and decode it. The bandwidth of the fre-
quency locked loop is configured to be wide enough to track
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the long-term drift in the rate of the data due to variation in the
frequency of the oscillator 70 of the master unit 42 as well as
any wide band jitter introduced by or in the high speed serial
link communication couplings between the remote unit 44
and the master unit42. This, in effect, transfers any driftin the
frequency of the oscillator 70 of the master unit 42 to the
remote unit 44.

As illustrated in FIG. 4, each remote unit 44 reduces the
jitter in a recovered clock signal 92 with a jitter reduction
circuit 94 that is configured to lock a second voltage-con-
trolled oscillator (not shown in FIG. 4) to the oscillator 70 of
the master unit 42. The jitter reduction circuit 94, however,
may have much lower phase noise than the oscillator of the
PHY 90. In particular, the jitter reduction circuit 94 may use
anarrowband PLL for locking phase and frequency as noted.
The bandwidth of this narrowband PLL is configured to track
the long-term drift of the oscillator 70 of the master unit 42
and reject short-term jitter contributed by the PHY 90 oscil-
lator and impairments in the communication couplings
between the remote unit 44 and the master unit 42 (e.g.,
including through an extension unit 64, if necessary). The
narrowband PLL, however, may be replaced with a narrow-
band crystal filter in applications where interference in the
serial communication couplings between the remote unit 44
and the master unit 42 are less severe. The output 95 of the
jitter reduction circuit 94, in turn, may be used to derive the
LO reference, sampling clocks, and CPU CLK signals, each
of which are frequency and/or phase locked by the phase/
divider circuit 96. This ensures that all references and/or
clock signals in the remote unit 44 and the master unit 42 that
are used for frequency translation are phase and/or frequency
locked to the oscillator 70 in the master unit 42. Thus, the
distributed antenna system 40 does not shift the signals being
broadcast, distributed, and/or repeated.

A detailed block diagram of an extension unit 64 is illus-
trated in FIG. 5. The extension unit 64 routes data from a
master unit 42 to each remote unit 44 connected thereto. It
also combines the data from the remote units 44 connected
thereto into a single serial stream and routes that data via a
PHY 110 to the master unit 42. The extension unit 64 also
transfers the drift of the oscillator 70 in the master unit 42 to
the remote units 44 to ensure that the references and/or clock
signals for the remote units 44 are phase and/or frequency
locked to that oscillator 70. As such, the extension unit 64
includes a PHY 110 that receives the modulated signal from
the master unit 42 and extracts the encoded data stream there-
from. The PHY 110, in turn, produces a recovered clock
signal as at 112 that is phase locked to the encoded data
stream, and thus to the oscillator 70 of the master unit 42. The
PHY 110 passes the encoded data stream to a processing unit
114, which may be an FPGA. The recovered clock signal 112
is also filtered by a jitter reduction circuit 116, which may
include a narrowband PLL or a crystal filter, and outputs a
recovered clock signal that is utilized as a PHY reference
signal as at 118. The processing unit 114 sends data for the
remote units 44 to the remote units 44 via a separate set of
PHYs120. Each PHY 120 sends the data with reference to the
PHY reference.

The extension unit 64 may be coupled to the master unit 42
through unshielded twisted pair cable for applications where
the number of remote units 44 necessary for the distributed
antenna system 40 exceeds the capability of the master unit
42, or fiber where the distance between the extension unit 64
and the master unit 42 exceeds the length limitations of the
PHY 110. Similar to the PHY 90 of the remote units 44, the
PHY 110 phase and/or frequency locks the recovered clock
signal 112 to the incoming data. The recovered clock signal
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112 is used to recover and decode the data. Also, similar to the
jitter reduction circuit 94 of the remote units 44, the band-
width of the jitter reduction circuit 116 is again configured to
be wide enough to track the long-term drift in the rate of data
due to a variation in the oscillator 70 of the master unit 42 as
well as any wide band jitter introduced by or in the commu-
nication couplings between the extension unit 64 and the
master unit 42. This, in effect, transfers any drift in the oscil-
lator 70 of the master unit 42 to the extension unit 64. The
extension unit 64 reduces the jitter in the recovered clock
signal 112 using a narrowband PLL or crystal filter similar to
that described above. One of the clock outputs of the jitter
reduction circuit 116 may be the PHY reference 118 for the
PHY's 120 that send and receive data from the remote units 44.
Since this PHY reference 118 is tracking the long-term drift
of'the oscillator 70, the drift is imparted to the rate of the data
sent to the remote units 44. Advantageously, this may pre-
clude the accumulation of jitter that may occur if the recov-
ered clock signal 112 were used as the PHY reference 118
without first performing jitter reduction.

FIG. 6 illustrates a detailed block diagram of at least a
portion ofa clock recovery circuit 200 that may be included in
the PHY 90 or 110, at least a portion of a noise filtering circuit
202 that may be included in the jitter reduction circuit 94 or
116, and at least a portion of a clock scaling circuit 204 that
may be included in the phase/divider circuit 96, as well as the
interconnections therebetween. FI1G. 6 further illustrates that
the clock recovery circuit 200, the noise filtering circuit 202,
and the clock scaling circuit 204 may be interconnected to
recover a clock signal imposed on a data stream extracted
from a modulated digital signal from a master unit 42. How-
ever, the invention is not limited to how the circuits 200, 202,
204 are arranged in one or more of the elements 90, 110, 94,
116, or 96 as illustrated in FIG. 4 and FIG. 5. Specifically, the
clock recovery circuit 200 receives a stream of binary
encoded data extracted from a modulated signal and gener-
ates a recovered clock signal as at 206 (e.g., that may corre-
spond to the recovered clock signal 92 or 112) based thereon.
The recovered clock signal 206 is then processed by the noise
filtering circuit 104 to reduce jitter and to produce a stable
recovered clock signal as at 208 (e.g., that may correspond to
the PHY reference for the extension unit 64 illustrated in FIG.
5). The stable recovered clock signal 208 advantageously has
a phase and/or frequency corresponding to the phase and/or
frequency of the oscillator 70 of the master unit that was used
to clock the data received by the clock recover circuit 200.
The clock scaling circuit 204, in turn, may be used to generate
one or more scaled clock signals (e.g., such as the LO refer-
ence, the sampling clock signal, the PHY reference, and/or
the CPU CLK) as at 210 for use in operating a remote unit 44.
In specific embodiments, the clock recovery circuit 200, noise
filtering circuit 202, and clock scaling circuit 204 may be
implemented with a phase locked loop that each includes a
phase-frequency detector charge pump 212, a loop filter 214,
and a voltage controller oscillator (VCO) 216. Alternatively,
the VCO 216 may be implemented as an L.C tank circuit that
includes at least one voltage controlled capacitor.

Referring to the clock recovery circuit 200, the phase-
frequency detector charge pump 2124 may compare a rising
edge of a pulse within the received binary encoded data
stream from the master unit 42 with a rising edge of a pulse
received as a feedback signal from the VCO 2164 (illustrated
as FVCO1FB). The phase-frequency detector charge pump
212a then produces a frequency error signal (illustrated as
VERROR) that is representative of both the sign and scale to
the phase and/or frequency difference detected by the phase-
frequency detector charge pump 212a between the encoded

10

15

20

25

30

35

40

45

50

55

60

65

12

binary data input signal from the master unit 42 and the
feedback signal FVCO1FB. The loop filter 214a then receives
and integrates the frequency error signal VERROR to gener-
ate a smoothed VCO control signal (illustrated as VCON-
TROL) that is passed to the VCO 216a. VCO 216a of the
clock recovery circuit 200, in turn, generates the recovered
clock signal 206. The recovered clock signal 206 has a fre-
quency that is proportional to the VCO control signal VCON-
TROL such that the recovered clock signal 206 is locked in
phase and/or frequency to the oscillator 70 used by the master
unit 42 to clock the binary encoded data stream into the
modulated signal therefrom.

In some embodiments, however, the recovered clock signal
206 may exhibit jitter and/or other noise, as noted above. As
such, the noise filtering circuit 202 is configured to process
the recovered clock signal 206 through a second PLL to
reduce jitter and provide the functionality of a jitter reduction
circuit. In one embodiment, the PLL for the noise filtering
circuit 202 is substantially similar to the PLL for the clock
recovery circuit 200. The output of the noise filtering circuit
202, however, is the stable recovered clock signal 208 that is
locked in phase and/or frequency to that of the recovered
clock signal 206 and that, in turn, matches the phase and/or
frequency of the oscillator 70 of the master unit 42, but that
does not include jitter and/or noise accumulated between the
clock recovery circuit 200 and the master unit 42.

For example, the bandwidth of the PLL for the clock recov-
ery circuit 200 is configured to be sufficiently wide to track
short-term jitter (e.g., high frequency jitter), on data, as well
as long-term drift of the oscillator 70. This assures that no data
is filtered from the signal. Thus, the clock recovery circuit 200
is not configured to filter the long-term drift or the short-term
jitter. The bandwidth of the noise filtering circuit 202, how-
ever, is configured to be narrower than the bandwidth of the
clock recovery circuit 200 such that short-term jitter is filtered
out without filtering out long-term drift in the reference signal
from the oscillator 70. Thus, short-term jitter is not propa-
gated to the VCO 2165 through look filter 2145, while long-
term drift is, as shown in FIG. 6.

In alternative embodiments, the noise filtering circuit 202
may be replaced by a narrow band crystal filter to eliminate
jitter in the recovered clock signal 206.

As illustrated in FIG. 6, the clock recovery circuit 200 and
the noise filtering circuit 202 are not configured with dividers.
As such, the circuits 200 and 202 are configured to produce
respective output signals 206 and 208 that are phase and/or
frequency matched to the phase and/or frequency ofthe signal
received by the clock recovery circuit 200. However, in some
embodiments, a frequency divider may be used at the input of
the noise filtering circuit 202, at the feedback signal
FVCO02FB from the VCO 21654 to the phase-frequency detec-
tor charge pump 2124, or at the output of the noise filtering
circuit 202. Such dividers may be used to generate particular
clock signals at particular frequencies. However, if no clock
signals at particular frequencies are required, the clock scal-
ing circuit 204 may not be included (e.g., such as illustrated
for the extension unit 64 in FIG. 6).

When clock signals at particular frequencies are required,
the stable recovered clock signal 208 may be further pro-
cessed by the clock scaling circuit 204 to generate one or
more clock signals (e.g., such as those signals illustrated as
output by the phase/divider circuit 96 in the remote unit 44 in
FIG. 5). In specific embodiments, the PLL for the clock
scaling circuit 204 is substantially similar to the PLL for the
noise filtering circuit 202 and the clock recovery circuit 200,
and includes a loop filter 214¢. But the clock scaling circuit
204 may include, or otherwise be coupled to, signal dividers
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such that an output signal has a different output frequency
from, but locked to, the stable recovered clock signal 208.

As illustrated in FIG. 6, a first signal frequency divider 218
(illustrated as “% M”) receives the stable recovered clock
signal 208 and generates an input signal for the phase-fre-
quency detector charge pump 212¢ (illustrated as
“FVCO2M”) that is a fraction of the stable recovered clock
signal 208. Additionally, a second signal frequency divider
220 (illustrated as “% N”’) may receive a scaled clock signal
210 from the VCO 216c¢ to feed back to the phase-frequency
detector charge pump 212¢ to increase the frequency of that
signal above that of the input signal FVC02M. A third signal
frequency divider 222 (illustrated as “% [.”’) may also receive
a scaled clock signal from the VCO 216c¢ to reduce the fre-
quency of that scaled clock signal. Consistent with one
embodiment of the invention, the clock scaling circuit 204 is
configured to lock onto a stable recovered clock signal 208 of
about 156.25 MHz and produce a scaled clock signal 210 of
about 800 MHz. The third signal frequency divider 222, in
turn, is used to generate an output signal 224 of about 100
MHz signal from the scaled clock signal 210 of about 800
MHz. Thus, scaled clock signal 210 may be about five times
the stable recovered clock signal 208, while the scaled clock
signal 210 may be about eight times the output signal 224.

In some embodiments, the second signal frequency divider
220 may be matched to the increase in the frequency applied
by the VCO 216¢ to the input signal FVC02M such that the
VCO feedback signal (illustrated as VFVO3FB) is frequency
locked to the input signal FVC02M. Equations 1 through 3
illustrate this relationship.

jalleles) EQ. |
FVCD2/M =
M
FVC03 = FVCO2/M «N = FVC02«N | M EQ. 2
FVCO3  FVC2 EQ. 3

FVQU3FB =

M

Thus, and with reference to Equation 2, inserting the first
signal frequency divider 218 prior to the feedback loop allows
the generation of the scaled clock signal 210 with a frequency
that is proportional to the scaled recovered clock signal 208 as
determined by the ratios of the first signal frequency divider
218 and the second signal frequency divider 220. The second
signal frequency divider 220 may be a fractional N divider to
permit flexibility in selecting the clock frequency.

Specifically, FIG. 7 illustrates at least a portion of a circuit
250 that may be used to recover a clock signal from a bit
stream of data consistent with alternative embodiments of the
invention.

As an alternative implementation of the jitter reduction
process of the invention, the FPGA or other processor in a
remote unit can provide a signal aligned with a periodic signal
present in the serial data that could be used in place of the
recovered clock as a reference for the oscillator.

In one example, the circuit 250 includes the clock recovery
circuit 200 that generates the recovered clock signal 206 from
an encoded data stream. The data and the recovered clock
signal 206 are applied to a D flip-flop circuit 252 with the data
applied to the D input thereof and the recovered clock signal
206 applied to the clock input thereof. The Q output of the D
flip-flop circuit 252, in turn, is provided to a processor 254,
such as an FPGA, that is configured to produce a signal as at
256 based on a detected periodic signal that is used to adjust
the frequency of the oscillator at 258. The signal 256 gener-
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ated by the processor is based on processed data clocked in
from data lines using the recovered clock signal 206. It is
developed by averaging the rate of the detected periodic sig-
nal sync component as determined by the processor. In such
an embodiment, the noise filtering circuit 202 is not required.
This reference signal 260 may then be supplied to a clock
scaling circuit 204 to generate clock signals. This approach
can use any periodic component of the encoded data stream.

While the present invention has been illustrated by a
description of one or more embodiments thereof and while
these embodiments have been described in considerable
detail, they are not intended to restrict or in any way limit the
scope of the appended claims to such detail. Additional
advantages and modifications will readily appear to those
skilled in the art. Thus, the invention in its broader aspects is
therefore not limited to the specific details, representative
apparatus and method, and illustrative examples shown and
described. Accordingly, departures may be made from such
details without departing from the scope of the general inven-
tive concept.

What is claimed is:

1. A method of generating ajitter reduced clock signal from
signal transmitted over a communication medium, the
method comprising:

receiving, with high speed data interface circuitry, a modu-
lated signal that includes a binary encoded data stream;

generating a recovered clock signal that is phase locked to
the binary encoded data stream with circuitry having a
filter with a bandwidth that does not substantially block
the long-term drift in the modulated signal; and

generating a jitter reduced clock signal by filtering the
recovered clock signal using a filtering circuit having a
bandwidth narrower than the bandwidth of the circuitry
that is used for generating the recovered clock signal in
order to remove jitter while allowing the jitter reduced
clock signal to track drift of the binary encoded data
stream.

2. The method of claim 1 further comprising producing at
least one output clock by scaling the frequency of the jitter
reduced clock signal.

3. The method of claim 1, wherein the high speed data
interface circuitry includes at least a one gigabit per second
(Gbps) Ethernet interface.

4. The method of claim 3, wherein the Ethernet interface is
synchronous or asynchronous.

5. The method of claim 1, wherein the communication
medium is a communication cable having at least one twisted
pair cable.

6. A distributed antenna system, comprising:

a master unit that clocks a binary encoded data stream onto
high speed data interface circuitry using a modulated
signal based upon an output of a reference oscillator; and

at least one remote unit that receives the modulated signal
and binary encoded data stream from the master unit, the
at least one remote unit including:

a clock recovery circuit that is configured to generate a
recovered clock signal that is phase-locked to the binary
encoded data stream and that includes a filter configured
with a bandwidth that does not substantially block the
long-term drift in the modulated signal; and

a filtering circuit having a bandwidth narrower than the
bandwidth of the filter of the clock recovery circuit and
that is configured to filter the recovered clock signal in
order to remove jitter while allowing the recovered clock
signal to track long-term drift of the binary encoded data
stream for generating a jitter reduced clock signal.
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7. The system of claim 6 further comprising a scaling
circuit configured to scale the frequency of the jitter reduced
clock signal to generate an output signal at a predetermined
target frequency.

8. The system of claim 6, wherein the high speed data
interface circuitry is coupled to a communication medium
between the master unit and at least one remote unit having at
least one twisted pair cable.

9. The system of claim 6, further comprising:

an extension unit that relays the modulated signal from the

master unit to the remote unit.

10. The system of claim 6, wherein the master unit further
includes:

master unit RF transceiver circuitry for communication

with a base transceiver station,

the base transceiver station providing the master unit with

cellular data and the binary encoded data stream includ-
ing the cellular data.

11. The system of claim 10, the master unit RF transceiver
circuitry further configured to communicate with a subscriber
unit, wherein the master unit further includes:

master unit high speed data interface circuitry for commu-

nication with the at least one remote unit;

an auxiliary interface for communicating at least one of

control data, maintenance data, Ethernet data, or WiF1i
data; and

a processor that multiplexes data from the master unit RF

transceiver circuitry and the auxiliary interface for trans-
mission to the at least one remote unit via the master unit
high speed data interface circuitry, and that de-multi-
plexes data received from the master unit high speed data
interface circuitry for transmission to the base trans-
ceiver station via the master unit RF transceiver cir-
cuitry.

12. The system of claim 6, wherein the high speed data
interface circuitry is an at least a one gigabit per second
(Gbps) Ethernet interface.

13. The system of claim 6, the remote unit further includ-
ing:

high speed data interface circuitry for receiving the modu-

lated signal from the master unit;

RF transceiver circuitry for communicating with a sub-

scriber unit; and

a processing unit that de-multiplexes data from the remote

unit high speed data interface circuitry for transmission
by the RF transceiver circuitry, and that multiplexes data
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from the RF transceiver circuitry for transmission by the
high speed data interface circuitry,

wherein the processing unit is configured adjust the rate of

data being transmitted on the high speed data interface
circuitry to match the capability of that interface cir-
cuitry by excluding low priority data from the multi-
plexed stream.

14. The system of claim 13 wherein the data that is multi-
plexed to the remote unit high speed data interface circuitry
includes at least one of digitized RF cellular voice data, digi-
tized RF non-cellular voice data, digitized RF cellular data,
digitized RF non-cellular data, control data, maintenance
data, Ethernet data or WiF1 data.

15. The system of claim 12, the remote unit further includ-
ing:

high speed data interface circuitry for receiving the modu-

lated signal from the master unit;

RF transceiver circuitry for communicating cellular and

non-cellular data with a subscriber unit;

an auxiliary interface for communicating at least one of

control data, maintenance data, Ethernet data, or WiF1i
data; and

a processing unit that de-multiplexes data from the high

speed data interface circuitry for transmission by the RF
transceiver circuitry or the auxiliary interface, and that
multiplexes data from the RF transceiver circuitry and
the auxiliary interface for transmission by the high speed
data interface circuitry.

16. A method of generating a jitter reduced clock signal
from an encoded data stream, the method comprising:

generating a recovered clock signal that is phase locked to

the binary encoded data stream with circuitry having a
filter with a bandwidth that does not substantially block
the long-term drift in the modulated signal;

clocking data from the encoded data stream into a process-

ing unit based on the recovered clock signal;

with the processing unit, using the clocked data and detect-

ing a periodic signal component, other than the bit rate,

from the clocked data of the encoded data stream;
generating a reference clock signal based on the detected

periodic signal component from the clocked data; and

filtering the reference clock signal with a circuit having a

bandwidth narrower than the bandwidth of the circuitry
used for generating the recovered clock signal and that
substantially blocks jitter while substantially allowing
the long-term drift of the reference clock signal.
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